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WASTE AND VENT KEY NOTES

EXISTING CONDENSATE DRAINS FROM EVAPORATORS TO REMAIN.

NEW CONDENSATE LINES. SEE DETAIL ON SHEET P6.01.

TIE DRAIN FOR THIS CASE INTO HUB DRAIN OF A SIMILAR
ADJACENT CASE ABOVE SLAB.

EXTEND 3" WASTE LINE TO NEW HUB DRAIN. VERIFY LOCATION
WITH OWNER PRIOR TO CONSTRUCTION. REPAIR FLOOR TO MATCH
EXISTING. SEE DETAIL ON SHEET P6.01.

EXTEND %" INDIRECT DRAIN FROM MISTING SYSTEM TO NEAREST
DRAIN.

EXTEND J5” INDIRECT DRAIN FROM MISTING SYSTEM
SOLENOID/MANIFOLD BOX TO NEAREST HUB DRAIN.

INSTALL NEW CLEANOUT (P—9B) AS INDICATE ON SHEET P1.01.
REPAIR ASPHALT TO MATCH EXISTING.

INSTALL NEW 2 COMPARTMENT PRODUCE PREP SINK (P-27) AS
INDICATED ON SHEETS P1.01 AND P1.03. VERIFY LOCATION WITH
OWNER. EXTEND 1%" INDIRECT DRAIN FROM EACH COMPARTMENT
OF THE PRODUCE PREP SINK (P—27) TO EXISTING FLOOR SINK
(P-23). SEE DETAIL ON SHEET P6.01. REPAIR FLOOR TO MATCH
EXISTING.

RELOCATE 1 COMPARTMENT D/B CHICKEN SINK (P-26) AS
INDICATED ON SHEET P1.01. VERIFY LOCATION WITH OWNER.
EXTEND 1%" INDIRECT DRAIN TO NEW FLOOR SINK (P-23).
EXTEND 3"¢ WASTE LINE TO NEW FLOOR SINK (P-23). REPAR
FLOOR TO MATCH EXISTING FLOOR. SEE DETAIL ON SHEET P6.01.

RELOCATE EXISTING WATER COOLER (P—4) TO MEET ADA
REQUIREMENTS. SEE ARCHITECTURAL PLANS FOR DETAIL INDICATING
DIMENSIONAL INFORMATION FOR EXACT LOCATION. ADJUST EXISTING
WASTE PIPING AS REQUIRED FOR RECONNECTION. REPAIR WALL TO
MATCH EXISTING.

2" er(E)“‘x\
AN

47~
C02 1H—

cor 'H

()~ & :

TO EXISTING GREASE

INTERCEPTOR IN PARKING

LOT. EXISTING GREASE

INTERCEPTOR TO REMAIN.

REMODELED
DELI/BAKERY
PREP

” o
2” VIR(E) !

—

GY/EXISTING
EA

MEAT
COOLER

MEAT U
mzzm >

r———="

EXISTING

#(E)

AN
4

’ VTR(%,;/;.,
\ /(_0 .
&

™
N

7'-10"

|

_I._.
|

J

RS
—

EXISTING
MECHANICAL
ROOM
’\\\ /"\\
/} ‘/\ /}
EXST
@ . o JANITOR'S
ROOM
4°(E)~ — =
EXISTING GROCERY ==
STAGING/RECEVING i 2" VIR(E)
7
2" VIR(E) X
— =
'k
REMODELED
LOUNGE
r
Il
I =
i =
Il o
L E-—
EXISTING < @/
STORAGE
FREEZER
N
O T e

L
Dol
.

1

| R | -
K EXISTING D % |
o MEAT X\ s
OFFICE AN =
| “:}.
7 @/ R L :
R N :
: 5 EXISTING AIRLOCK #2
NEW DMO/ ~ ; :
ASSOCIATE : N
o : S - . .
ROOM : : : 13'-8 I
3 A |
H = : .! ” - O
_____________ F e T ' EXISTING VESTIBULE
§ § ~
N
T
i

(@)
o

47(E)
/ L(I} EXISTING AIRLOCK #1
y Wa
) © © © T4
- EXTEND }é" HARD COPPER TYPE L DRAIN FROM
ﬂ\‘ GLACIER BOTTLED WATER FILLING STATION
ks THROUGH WALL TO NEAREST HUB DRAIN.

|
1_
|
J

i

o

| I — |

?

REMODELED
WOMEN'S RESTROOM

A
3" VIR(E)

REMODELED
MEN'S RESTROOM

ST
|
Nt I N il
KL/ L L

EXISTING DARY
- —E2| COOLER

INSULATE EXPOSED PIPING WITH 1" THICK
ARMAFLEX INSULATION. COORDINATE LOCATION
WITH FIXTURE PLAN AND EQUIPMENT CUT SHEET.
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SANITARY SEWER AND DRAIN PLAN

SCALE: 3/32"=1-0"

EXISTING LIFT
STATION TO REMAIN

REVISIONS

NO. DESCRIPTION DATE
PLUMBING LEGEND
a — NEW CLEAN OUT FLUSH WITH FINISH FLOOR () — TRENCH DRAIN
£3 — EXISTING CLEAN ouT L EVAP | — REFRIGERATION EVAPORATORS
=] — NEW FLOOR SINK
— CONNECT TO EXISTING
— EXISTING FLOOR SINK
e — NEW FLOOR DRAIN AFF — ABOVE FINISH FLOOR
e — EXISTING FLOOR DRAIN (E) — EXISTING
-+ ~ WALL CLEAN OUT (WCO) ————— —  — NEW CONDENSATE DRAIN LINES
-z — NEW HUB DRAN WITH 4x3 BELL REDUCER  ____ _ NEW VENT LINES
R — EXISTING HUB DRAIN TO REMAIN — NEW SANITARY SEWER LINES
+ — HUB DRAIN TO BE REMOVED ——GW——  — GREASE WASTE EXISTING
111 —_
yadl VENT THROUGH ROOF — ——— - EXISTING WASTE LINE
4 VIRE) — EXISTING VENT THROUGH ROOF ~ ———————— — EXISTING VENT LINE
3 — EXISTING LINE CAPPED OFF —X- — —-X—  — EXISTING PLUMBING LINE TO BE REMOVED
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GENERAL NOTES

IT IS THE RESPONSIBILITY OF THE PLUMBING CONTRACTOR TO COMPLY WITH STATE AND LOCAL PLUMBING CODES AND VERIFY THE
ACCEPTABILITY OF SINKS, DRAINS, AND RELATED ITEMS AND REQUIRED ITEMS INCLUDED, BUT NOT LIMITED TO, GREASE INTERCEPTORS,

BACKFLOW PREVENTERS.

PLUMBING CONTRACTOR SHALL SUPPLY AND INSTALL ANY ADDITIONAL FIXTURES FOR CODE COMPLIANCE SUCH AS GREASE

INTERCEPTORS, BACKFLOW PREVENTERS, ETC.

PLUMBING CONTRACTOR SHALL PROVIDE ALL VISIBLE HUB DRAINS WITH RECESSED "SNAP—IN" HUB SCREENS. NO "SNAP-IN" HUB
SCREENS ARE REQUIRED FOR HUB DRAINS UNDER CASES. ORDER DRAIN COVER FROM PLASTIC ODDITIES 1-800—-438-5327. PART

NO. PSI-310

REFRIGERATION CONTRACTOR IS RESPONSIBLE FOR RUNNING PVC DRAIN LINES FROM DRAINS ON CASES TO THEIR RESPECTIVE HUB

DRAINS.

ALL SANITARY WASTE AND VENT PIPING SHALL BE NO—HUB ASSEMBLY, CAST IRON WITH STAINLESS STEEL BANDS OR PVC —

SCHEDULE 40 ASTMD-2665

QUALITY CONTROL NOTES:

6.

20.

21.

22.

GENERAL CONTRACTOR TO ENSURE:
e POSITIVE DRAINING IN PREP AREAS, RESTROOMS AND COOLERS.
CLEAN OUT COVERS AND TILE RINGS TO BE FLUSH WITH FINISH FLOOR TILE.

¢ NO FLOOR CLEANOUTS SHALL BE LOCATED IN AREAS WITH ACRYLIC RESIN FLOOR WHERE POSSIBLE. SEE SHEET A1.05.

SEE SHEET P6.01 FOR HUB DRAIN INSTALLATION DETAILS

PLUMBING CONTRACTOR SHALL COORDINATE FLOOR DRAIN LOCATIONS WITH GENERAL CONTRACTOR AND SHEET A1.02.
PLUMBING CONTRACTOR TO VERIFY THAT ALL SANITARY DRAINS AND HUB DRAINS ARE CLEAR OF DEBRIS. HUB DRAINS ARE TO BE

TEMPORARILY SEALED WITH PVC PLUG UNTIL A CASE IS INSTALLED OR CONDENSATE IS FLOWING.

ALL SANITARY TEES SHALL BE COMBINATION TEES.

DIMENSIONS ARE SHOWN FROM INTERIOR SURFACE OF EXTERIOR BUILDING WALLS OR COLUMN CENTER LINE, UNLESS OTHERWISE
INDICATED. DIMENSIONS SHALL BE MAINTAINED WITHIN ONE INCH AS INDICATED ON PLANS.

V.T.R.’S SHALL BE A MINIMUM OF 10’-0" FROM ANY FRESH AIR INTAKE. COORDINATE AS REQUIRED WITH MECHANICAL CONTRACTOR

AND MECHANICAL PLAN.

P—1+8—SHAHBEUSEB—WHEN-BASKEFSTRAINERIS—REQUIRED-BY—€6BE

PLUMBING CONTRACTOR TO CAP OFF EXISTING DRAINS, CLEANOUTS, ETC. AND ABANDONED SEWER LINES THAT CAN NOT BE REUSED.

REPAIR FLOOR AS REQUIRED.

PLUMBING CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF EXISTING DRAINS AND SANITARY SEWER LINES. PLUMBING

CONTRACTOR TO REPORT ANY DISCREPANCIES TO THE DELHAIZE CONSTRUCTION SUPERVISOR.
WHERE EXISTING CLEANOUTS OCCUR UNDER CASEWORK, RELOCATE AS REQUIRED.

PLUMBING CONTRACTOR SHALL BE RESPONSIBLE FOR:

o INSTALLING/RELOCATING HUB DRAINS (4" BELL HUBS ARE REQUIRED WHERE TWO CASES SHARE ONE CONDENSATE HUB
IN THE FLOOR FOR EXISTING CASES. 4" BELL HUBS REQUIRED WHERE CASES ARE NEW OR RELOCATED). ALL EXPOSED
HUBS SHALL BE 4" BELL TYPE WITH PVC SCREEN INSERTS. (NO MORE THAN TWO CASES CAN BE PIPED TO ONE HUB).
PLUMBING CONTRACTOR WILL BE REQUIRED TO INSTALL HUBS AS NOTED ON THE PLANS AND SHALL NOT COMBINE HUBS

IN AREAS OF NEW WORK.

e VERIFYING ALL HUB DRAIN PLACEMENTS WITH THE DRAWINGS, CASE MANUFACTURER SPECS, AND THE CONSTRUCTION
SUPERVISOR. IF THIS IS NOT DONE, ALL ASSOCIATED COST WILL BE THE RESPONSIBILITY OF THE PLUMBING CONTRACTOR.

ALL HUB DRAINS SHALL EXTEND ABOVE FINISHED FLOOR USING A 4" HUB BELL. (SEE HUB DRAIN DETAIL #5 ON SHEET

P6.01)
« HOOKING UP ALL PRODUCE & DAIRY CASE WATER QUICK CONNECTS.

REFRIGERATION CONTRACTOR TO INSTALL CASE DRAINS. CASE DRAINS TO BE CUT ON A 45 ANGLE WITH AN APPROPRIATE AIR GAP
AS DICTATED BY THE LOCAL JURISDICTION. CASE DRAINS SHALL NOT BE VISIBLE OUTSIDE OF THE KICK PLATES. PLUMBING
CONTRACTOR TO INSTALL/RELOCATE HUB DRAINS, EVAPORATOR COIL CONDENSATE DRAINS. EACH CASE WILL BE PIPED TO ITS OWN
CONDENSATE HUB. THE REFRIGERATION CONTRACTOR WILL BE RESPONSIBLE FOR OBTAINING PERMITS & FINAL INSPECTIONS FOR

THEIR WORK.

PLUMBING CONTRACTOR SHALL ADJUST EXISTING FLOOR CLEANOUT COVERS TO BE FLUSH AND LEVEL WITH THE NEW FINISHED FLOOR.
SEE BID NOTES FOR QUANTITY. NO STAINLESS STEEL COVER PLATES WILL BE ALLOWED. IF THE EXISTING CLEANOUT COVER IS OF
THE ADJUSTABLE TYPE, THE CONTRACTOR SHALL RAISE OR LOWER THE COVER TO MATCH THE NEW FINISHED FLOOR ELEVATION.
LEVELING SHALL BE ACCOMPLISHED BY CORE DRILLING OR SAWCUTTING SUFFICIENT CONCRETE TO ACCESS THE LINE, PLUMB AND
LEVEL THE COVER. REPLACE ANY DAMAGED CLEANOUT COVERS. IF THE EXISTING CLEANOUT COVER IS NOT OF THE ADJUSTABLE TYPE,
THE CONTRACTOR SHALL CORE DRILL AROUND ROUND CLEANOUT COVERS OR SAWCUT AROUND RECTILINEAR COVERS TO ACCESS THE
LINE. REPLACE THE CLEANOUT WITH AN ADJUSTABLE CLEANOUT AS SPECIFIED (SIOUX CHIEF 834—4PNR). VERIFY COMPATIBILITY WITH
DRAIN LINES. REPLACEMENT CONCRETE WHERE CONCRETE HAS BEEN REMOVED TO ACCOMPLISH THE WORK SHALL BE MINIMUM 3000

psi.

THE REFRIGERATION CONTRACTOR CAN TIE DRAINS FROM ADJACENT CASES INTO THE SAME HUB DRAIN ABOVE SLAB. TWO CASE

MAXIMUM PER HUB DRAIN.

PLUMBING CONTRACTOR TO RUN COPPER DRAIN LINE FOR WALK—IN EVAPORATOR COILS.

DRAIN REPORT REPAIRS

THE FOLLOWING ITEMS HAVE BEEN NOTED AS DELHAIZE REQUIRED REPAIRS AS INDICATED ON THE CRESCENT CONSTRUCTION SERVICES, LLC
DRAIN REPORT AND ALL COST INVOLVED WITH MAKING THE REPAIRS SHALL BE INCLUDED IN THE PLUMBING CONTRACTOR'S SCOPE OF

WORK FOR THIS PROJECT:

D-15 INSTALL NEW CLEANOUT (P-9B) AS INDICATED ON SHEET P1.01. SEE KEY NOTE No. 7.

REFER TO CRESCENT CONSTRUCTION SERVICES, LLC DRAIN REPORT FOR ADDITIONAL INFORMATION.
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261 West Bute Street ® Norfolk, VA 23510 ® (757) 627-2791

B M Riddick Fiedler Stern.
.. Architecture = Planning = Interior Design

5 s,
"f};é;s;l .f é’?\f\:ﬁ‘%&%\
0 2/;/)2020

FOOD LION STORE 2560
7514 NORTH POINT ROAD
EDGEMERE, MD 21219

SANITARY SEWER AND DRAIN PLAN
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Salisbury, NC 28144
T: 704-630-0075 F: 704-630-0051
NC PE CORPORATION: C-1619

DE PE CORPORATION: 4390
VA PE CORPORATION: 0405001434

"PROFESSIONAL CERTIFICATION

| hereby certify that these
documents were prepared or
approved by me, and that |
am a duly licensed
professional engineer under
the laws of the state of
Maryland, License No. 41658,
expiration date: 02/19/2022."

DRAWING FILE NAME

2560 P1.01_00

RFS JOB #

2019-042

DATE

02/21/2020
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